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1. =R/ Features

AW R </ Package ( L/W/H ) : 1.6x0.8x0.8mm

Bilta/ Color: fR5E4J% / Ultra Bright Standard Red

JBeAA/ Lens: 37 B[ ik {42/ Water Clear Flat Mold

EIAMLUFRAE 6155/ EIA STD Package

MR~ 5, A5 ROHSEE SR / Meet ROHS, Green Product

Bl 1 25 4% Level 3 / Moisture sensitivity: Level 3

38 T SMTZH 38 F1 4242 T. 2 #2/ Compatible With SMT Assembly and solder process

2. AMER T REDUESR R ]/ Package Profile & Soldering PAD Suggested
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VE/ Notes: 1. #f7 : ZKk (mm) / All dimensions are in millimeters
2. AN TR HIFRIE I A+ 0.1 mm Tolerance is + 0.10 mm unless otherwise noted

3. BUUEEEE LR / Soldering Profile Suggested
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: 60~120s preheating

Temperature (C)

4TCls Max

O 50 700 150 200 250 300 350 400
Time (sec)

TeHYEHE/ For Lead Free Solder
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B K% 2 {8/ Absolute Maximum Ratings (Ta=25°C)
Z i) BRABUEE B fr
Parameter Symbol Rating Unit
Y EE TH &R
H %%. jji . Pd 65 mW
Power Dissipation
R ik E@“bﬁr‘i Peak Forwa\riK Current IFP 100 A
(1/10 (575, 0.1ms ik %E)
Nray Nray
1E ] B TAE IR IF 25 mA
DC Forward Current
FAELEERES
R
Reverse Voltage v > v
TEFFHR
A AEIRLR Topr 30°C ~ +85°C
Operating Temperature Range
. \if"—?EI
RS Tstg 40°C ~ +90°C
Storage Temperature Range
PRFESRAT Tsol [ 37 47/ Reflow soldering : 260°C , 10s
Soldering Condition 50 F 348/ Hand soldering : 300°C , 3s

K2/ Electrical Optical Characteristics (Ta=25°C)
Zz % 5 B/ME REME BAE L MDA %A
Parameter Symbol Min. Typ. Max. Unit Test Condition
. B . v -- 140 -- mcd IF = 20mA
Luminous Intensity
Mz Y, rl
.:’:jlégiyhﬁ 201/2 — 120 - deg IF =20mA
Viewing Angle
. Ad 615 - 630 nm IF = 20mA
Dominant Wavelength
LIRS
Ap - 625 - nm IF =20mA
Peak Wavelength
e AL 20 am | IF=20mA
Spectral Line Half-Width
ik s
R VF 1.8 --- 2.4 v IF =20mA
Forward Voltage
AR R 5 HA VR =5V
Reverse Current

BEZOEHE GRYID AIRAF

HQG OPTOELECTRONICS (SHENZHEN) CO., LTD




&

0B F kB GR

D "/ R~ 7

HQG OPTOELECTRONICS (SHENZHEN) CO., LTD

5-1. =E4 BIN ##%/ Bin Range of Luminous Intensity

Bin Min Max Unit Condition
K2 90 115
L1 115 140
L2 140 180 MCD IF = 20mA
M1 180 230
M2 230 285
Notes: Tolerance of Luminous Intensity: + 10%
5-2. 4> BIN ##%/ Bin Range of Wavelength
Bin Min Max Unit Condition
A 615 620
B 620 625 nm IF =20mA
C 625 630
Notes: Tolerance of Wavelength: + 1nm
5-3. HJE4> BIN #4%/ Bin Range of Forward Voltage
Bin Min Max Unit Condition
1 1.8 2.0
2 2.0 2.2 A\ IF =20mA
3 2.2 2.4

Notes: Tolerance of Forward Voltage: + 0.05V
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D "/ R~ 7

HHESHARERME LR/ Typical Electrical-Optical Characteristics Curves:

T o A i 2% R 2R i 2%
Spectrum Distribution (Ta=257C) Forward Current VS. Forward Voltag (Ta=25°C)
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7+ KRR/ Label Explanation:

G

CAT: 3%/ Luminous Intensity Rank (¥ (med) ) OO
HUE: W1/ CIE 1931 Coordinate Rank (FAv; (nm) ) irlﬁﬁiiim"
REF: HiJ%/Forward Voltage Rank (HLA7 (V) ) HUE: XX%-X¥x

CAT: K-

REF: XH-2X

INUARRURRRR RROAR ]

LOT NOOCOOBINDCGOMX

8. B&K#FTES5ER R/ Reel And Tape Dimensions:

178

0.25%0.1 g P
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User Feed Direction

VE/ Notes: 1. R~ BALAZE K (mm)/ All dimensions are in millimeters »
2. FehEA B R~ A 2% 5% 0. 1mm/ Tolerance is + 0.1 mm unless otherwise noted.
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Bl 5% & #4467 9 K& 27 #%/ Tape Leader & Trailer Dimensions And Reel:
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fewind MOUNTED WITH s X
THERE SHALL BE A COMPONENTS THERE SHALLEBE A %
MINIMUM CF 180 mm MIMIMUM GF 160 mim =
(6.3 INCH} OF EMPTY (5.2 INCH) OF EMPTY N“;I;I:ﬂﬂ'l OF

COMPONENT POCKETS
SEALED WITH COVER
TAPE.

10, fi3%/ Packaging:

W% /Label

0= D
1@ p

COMPONENT POCKETS

SEALED WITH COVER hﬁi‘g‘gg’sm
T
APE. OF GARRIER
AND/OR
COVER TAPE.
(=3 .
T#/Desiccant

[

5 cartons/box(f&i/4H)

o HEBHHE
\ LISER FLEED
\DIRECIIU\

HMFRZS/ Label

P

10 bags/carton(£3/%1)
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11. MR/ Reliability Test:

. . N SEiNE - U el
PN =| Pk RS 1] £
. . Reference . Accepted /
Test Item Test Condition Test Times Quantity .
Standard Rejected
THEE A SRS LARIUE F IR RR SR R s
. wnn' Ta= Under Room Temperature As Per 1000 HRS JESD22-A108 22pcs 0/1
Operation Life .
Data Sheet Rating
T L AT
High Temperature | IEE )& Ta= 100°C 1000 HRS JESD22-A103 22pcs 0/1
Storage
R A7
Low Temperature IR Ta= -40°C 1000 HRS JESD22-A119 22pcs 0/1
Storage
T EEAE PR A
100C ~ 25°C ~ —-40C ~ 25°C 100 X1
Temperature . . . . IR/ JESD22-A104 22pcs 0/1
. 30mins bmins  30mins bSmins 100Cycles
Cycling
B 100 °C ~ -40C 100 RAEH
R . . KB/ | Jpspas-at06 | 22pcs 0/1
Thermal Shock 15mins 15mins 100Cycles
EIMPE B 260°CHf[a]: K 10 B 3% /
Reflow Peak temperature range 260°C ati JESD22-B106 22pcs 0/1
Pb Free Process 10s max mes
RIAH|ZFFME  Criteria For Judging Damage
‘ HisihRE
iH 5 MR 261 Criteria For Judgment
Test items Symbol Test Condition B Vax
LR VF IF=20mA U.S.L)xl. 1
Forward Voltage
N Nray
it R VR=5V U.S.L)x2.0
Reverse Current
. Tk . Iv IF=20mA L.S.L)x0.7
Luminous Intensity

U.S.L: Upper standard level ##% R L.S.L: Lower standard level Fi#% TR

7%/ Note:

FERPEIEE T 2 DA I &

The Reliability tests are based on HQG

existing test platform.
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12, ¥E5IK/ Cautions :

{¥F/ Application :

1. LED 2 HFSRah o, s R RAE th o P AR RO R IS, S BOUTHTIE BIRIR - 20 7 NAE AT HLBH R B IR R A
A LED is a current-operated device. The slight shift of voltage will cause big change of current, which will damage LEDs.
Customer should use resistors in series for the Over-Current-Proof
2. N T HPRZ M LED FEERAE HIIN Ot — 2, @IS SO A T S sk e B, 2 RIS A P
AR T A B B B, LED Dt n] BERRI B — M LED AN [R] AR Ze Rp I TG ot (0 22 57
In order to ensure intensity uniformity on multiple LEDs connected in parallel in an application, it is recommended to use
individual resistor separately, as shown in Circuit A below. The brightness of each LED shown in Circuit B might appear

difference due to the differences in the I-V characteristics of those LEDs.

Ri ~_|
o | o
R? > . R > "
A3 N L
rd |
BRI/ Circuit model A BRI/ Circuit model B

3. i m PRI L 2 RN LED R RE AN HeAt R g, i AN RERE LED A3 B i RE SR I 8 6 A
High temperature may reduce LEDs’ intensity and other performances, so keeping it away from heat source to get good

performance is necessary.

4. Y H B H /N 7/ Rank Tolerance :

E[A B REF/VF . £ 0.05V

R CAT/ IV : + 10%
BREEARR X /Y + 0.005
WK WLD: + 1nm

BERENE GRYD HIRAA HQG OPTOELECTRONICS (SHENZHEN) CO., LTD
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T f#/ Storage :

L RITIF RIS ST, BIEAA AR IR 5°CT30°C; M : 85%RH LA R . MEMFBITHAH, [
N BRI ALEE, 254 60°C/8 /NI

Before opening original package, it is recommended to store them in the following environment:

Temperature: 5°C~30°C,Humidity: 85%RH max.When the inventory over 3 months,Should be done before treatment using
dehumidification, Temperature: 60°C/8 hours.
2ATIP RSB R, EUHAAIEDY: IR 5730° C 5 MR 60% LIT.

After opening original package, the storage ambient for the LEDs should be in 5~30°C temperature and 60% or less relative
humidity
3. LED SR EBURTCIF, B G o RE, EBETITER)S, KA TR S a3 A U
RN .

In order to avoid moisture absorption, it is recommended that the LEDs that out of the original package should be stored in a
sealed container with appropriate desiccant, or in desiccators with nitrogen ambient.
A FTHFREE)S, JoMFRAZAE 168 /NN (7 R AR B R 5 RO PRl 42 .

The LEDs should be used within 168hrs (7days) after opening the package. Once been mounted, soldering should be quick.
5. WU R AU B o R B T R 168 /IS (7 KD, RIAERRIBALEE . HEE AT 60°C . 24 /NEYS

If the moisture absorbent material (silica gel) has faded away or the LEDs stored out of original package for more than

168hrs (7 days), baking treatment should be performed using the conditions: 60°C at least 24 hours.
ESD #5397/ ESD (Electrostatic Discharge )-Protection

LED CRFAE InGaN S5HHIHEEL . 2Rak ., K, A, BLE LED) £F Uiy, falFRmdiie
WK LED 4544 . LED 32 3 i)y F B L 0 n] RE & S B RE 2 0, FEind IR oK, VF 2RI, B Toik mi a4
. FTLABTER LN I
A LED (especially the Blue. White and Green product) is an ESD sensitive component, and static electricity or power
surge will damage the LED. ESD-damaged LEDs will exhibit abnormal characteristics such as high reverse leakage
current, low forward voltage, or “no light-up” at low currents, etc.Some advice as below should be noticed:
1. F2fih LED B 52 i S8 oy i vhL s ol s B i L T
A conductive wrist strap or anti-electrostatic glove should be worn when handling these LEDs
2. A RN B THlE . TAER. RIS, ROZMuE MRS OR CHIBESTE 10Q BIND .
All devices, equipment, machinery, work tables and storage racks, etc. must be properly grounded (Grounding impedance
value within 10Q)
3. {7 BRIz LED MR HT B roRHR L iy i e DA S i ri R R A, P2 P e R A1)
Use anti-static package or boxes to carry and storage LEDs. And ordinary plastic package or boxes is forbidden to use.
4. @WAEE IR, T XU SR ol e L P A
Use ionizer to neutralize the static charge during handling or operating.
5. BEES LED Joff 1 9 R B RIMAEE B N s B R/ 1 100V
All surfaces and objects within 1 ft close to LEDs measure less than 100V.

BERENE GRYD HIRAA HQG OPTOELECTRONICS (SHENZHEN) CO., LTD
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JE¥E/ Cleaning

SR UAE F S PR I S I VA VT LED, A S b PR v OB Uk

Use alcohol-based cleaning solvents such as IPA (isopropyl alcohol) to clean LEDs if necessary

183 / Soldering

L. PR FAR IR A S5 58 TR 2.
Soldering condition refer to the draft “Soldering Profile Suggested” on page 2.
2. [IAUAR 2 U B ANG R I 7 UK

Reflow soldering should not be done more than 2 times.

N AR HE R E TR0 T L5, S B EREANET 300 &, HATE 3 PN sE. &8k KIhR M
Khﬁwwo

Manual soldering is only suggested on repair and rework. The maximum soldering temperature should not exceed 300°C

within 3 sec. And the maximum capacity of soldering iron is 30W in power.
4 B R AR v i A O T R A A

During the soldering process, do not touch the lens at high temperature.
S5UR¥E ), XSRS 1, ZEIEE Y PCB, ot 2 Bl i

After soldering, any mechanical force on the lens or any excessive vibration shall not be accepted to apply, also the circuit

board shall not be bent as well.

HAh/ Others

L. A HUAS T #8348 1Y) LED & SN2 HIAE 308 ) B 7 e YE L (Pl p s i o BRI 5555 o IR B 9 ™ H T A
FEHR, R 2o R R R T e B T B A A AR BN (AR k. Sl BT AR, Atk
PEEED , RS MENSS N .

The LEDs described here are intended to be used for ordinary electronic equipment (such as office equipment,
communication equipment and household applications).Consult HQG’s Sales in advance for the applications in which
exceptional reliability is required, particularly when the failure or malfunction of the LEDs may directly jeopardize life or
health. (such as in aviation, transportation, traffic control equipment, medical and life support systems and safety devices).

2. {5 LED 77 il s SN AT e oo KRG it 35, Wit 4 AN IE 05 LA

The light output from the high luminous intensity LEDs may cause injury to human eyes when viewed directly.

3T REGER H B, AN S HOIE AT BE 2 AR A BB ARG 0L TR B R 1AL .

The appearance and specifications of the product may be modified for improvement without prior notice.
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